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T. 057 9120424 | F. 057 9120944 | E. info@polydome. ie | W. www.polydome.ie  

 

GENERAL INFORMATION  
 

To Order  
 
We welcome orders by phone, fax, post, email (info@polydome.ie) or you can order on line at 
www.polydome.ie.  To order the construction service, please return a completed and signed order 
form.    
 
Once an order for a polytunnel has been placed, any alterations to the order (other than adding 
accessories) after 7 days of order may incur a restocking fee. 
 

Delivery of Commercial Polytunnel Orders  
 
Delivery is included in the price for mainland deliveries, with the exception of the Peninsulas and 
Ulster (including Donegal and Monaghan) where we charge a supplemental delivery cost of €100.   
For Offshore Islands the customer needs to arrange secure storage at their local mainland port and 
the customer organises and pays for the transport from there on.  
 
We transport our Commercial Polytunnels on a 10 Tonne (GVW) Lorry and have a crane on board 
to facilitate offloading.  Please ensure you have access for our lorry to where you are asking us to 
deliver to. 
 
We deliver on a scheduled basis, the frequency of delivery depends on location - please check with 
us for the next scheduled delivery day to your area.   
 
Unscheduled Deliveries:   
If customers wish to have delivery at a date or time other than our scheduled runs, a charge for 
delivery will apply.  Please discuss your requirement with us and we will endeavour to accommodate 
you.  
 

Construction Service  
 
We offer a construction service countrywide through a network of subcontractors as well as our own 
employed constructors, it is charged on an hourly rate basis for time on site.  Details available on request from 
our sales office. 

Payment  
 
Commercial Polytunnel orders: 
A 20% booking deposit is required with order, the balance to be paid on or before delivery.    
Payment may be made by cheque or bank draft (made out to Polydome Limited), cash or credit 
card.  VAT is not included in these prices, it must be added at 21.5% (or 13.5% if we construct). 
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Introduction  
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Polydome have been manufacturing Polytunnels since 1985.   
 
This catalogue gives details of our standard single span Commercial Polytunnels.  The specification 
of our Polytunnels can be configured by the customer to meet their budget and requirements.  As 
you can see in the pictures above, you can have a very basic model with timber gables and no 
doors, up to a model with double sliding doors both ends and roll up sides.  
 
As well as manufacturing our own tunnels we also are agents for Filclair SAS of France through 
whom we can offer Tunnels with raisable gable ends for small tractor access (for market gardening) 
up to Multispan structures with sophisticated automatic ventilation control systems.  A separate price 
list is available for Filclair structures, please ask for one if you would like to see their range. 
 

POLYDOME CUSTOMISED TUNNELS 
 
 
We regularly produce ‘specials’ where a customer for 
example wishes to have higher sides than standard or in 
a non standard width.  Our computer aided bending 
equipment enables us to do this efficiently and with 
minimal set up costs.   If you have any non standard 
requirements please discuss them with us. 
 

 
 
 
  Special Polydome Tunnel on its way to an       
  offshore Island in Spring 2007.  This one was 6m    
  wide with  60mm tube with a 2mm wall thickness               
  at 1.5m spacings, sliding doors with built in      
  windows. 
 
 
 



Civil Engineering Application  
 
 
 
 
 
 
 
      Cover  for  Sheep Shearing  

 
 
 
 
 
 
 
 
Insulated Structure for Fish Hatcheries  

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 



Popular Optional Features  
 
 

 
Crop Support Bars 
 
Horizontal bars to which 
you can tie up tomatoes 
and other plants, and 
suspend hanging baskets 
from.  Crop support bars 
also add about 10% extra 
strength to the structure in 
terms of wind resistance 
and they greatly increase 
the snow loading capability 
of the frame. 
 
 
 
 
 
 
 

 
Ground Cover 

 
Ground cover is a woven polypropylene fabric which suppresses weeds 
on the floor of the polytunnel.  Once you cover an area with a polytunnel 
plant growth will be rapidly increased – including weeds.  Ground cover 
gives you a way to manage the growth.  When you initially erect the tunnel 
you could lay ground cover down over the whole floor area, and cut out 
sections to grow plants in as you need them. 
 
 
 
 
 
 
 

 
Anti Hot Spot Tape 
 
Particularly if you are in a windy area we  
recommend covering the whole frame 
with anti hot spot tape.  It protects the 
polythene cover from heat and chaffing 
on the frame.  To ensure good adhesion 
you need to give the steel tubes a wipe 
of white spirits and ensure the metal is 
dry before fitting the tape. 
 
 



7m (width) Tunnel 
              

Breakdown of Prices – Configure your own Polytunnel  

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
72’ 
€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 
Steelwork Without Gables 
(60.3mm dia. hoops, 1.5mm wall 
thickness).  50.8mm ridge bar & 
braces. 

919 1016 1117 1219 1320 1417 1514 1609 1681 1777 1879 1975 2077 2173 2275 2370 

800 Gauge 5 Season Polydome 
Polythene 277 309 342 374 407 439 472 505 537 570 602 635 667 700 732 766 

Popular Accessories  
Option of Heavy Duty Hoops (2mm) 
for exposed areas 170 213 256 297 340 382 425 468 510 553 596 638 681 723 766 808 

50mm Crop support bars   83 124 165 207 248 289 330 372 413 454 496 537 578 620 661 702 

Ground cover fabric (incl tape & pegs) 98 112 126 139 161 202 216 230 243 265 278 292 334 355 364 382 

Anti hot spot (and chaffing) tape 32 43 54 59 70 76 86 92 103 113 119 130 140 146 157 162 

 
Gable Options (you must choose an option for each e nd) 
 Timber Gable, No Door          Timber Gable + PVC Flap            Steel Hinged Door                  Steel Sliding Door                Double Sliding Do ors 

 
 
 
 

                  
 
 
 
 
 

                 €148                                           €209                                          €291                                          €624                                        €1023                        
       
 

Tel (057) 912 0424 
 
 
 

For Cladding Rails, Roll up Side Ventilation and ot her options please see relevant pages further on.



8m (width) Tunnel 
              

Breakdown of Prices – Configure your own Polytunnel  

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
72’ 
€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 
Steelwork Without Gables 
(60.3mm dia. hoops, 1.5mm wall 
thickness).  50.8mm ridge bar & 
braces. 

941 1043 1144 1246 1348 1450 1551 1653 1755 1856 1958 2060 2162 2264 2365 2466 

800 Gauge 5 Season Polydome 
Polythene 290 324 359 393 427 461 495 529 563 598 632 666 700 734 768 803 

Popular Accessories  
Option of Heavy Duty Hoops (2mm) 
for exposed areas 193 241 289 337 385 433 482 530 578 626 674 723 771 818 868 916 

50mm Crop support bars   90 134 179 224 269 314 358 403 448 493 538 583 627 672 717 762 

Ground cover fabric (incl tape & pegs) 112 129 146 163 188 233 250 267 284 309 326 343 388 413 425 447 

Anti hot spot (and chaffing) tape 32 43 54 65 70 81 92 103 108 119 130 140 146 157 167 178 

 
Gable Options (you must choose an option for each e nd) 
 Timber Gable, No Door          Timber Gable + PVC Flap            Steel Hinged Door                  Steel Sliding Door                Double Sliding Do ors 

 
 
 
 

                  
 
 
 
 
 

                 €148                                           €209                                          €301                                           €624                                      €1061                         
       
 

Tel (057) 912 0424 
 

For Cladding Rails, Roll up Side Ventilation and ot her options please see relevant pages further on.



 
9m (width) Tunnel 

              

Breakdown of Prices – Configure your own Polytunnel  

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
72’ 
€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 
Steelwork Without Gables 
(60.3mm dia. hoops, 1.5mm wall 
thickness).  50.8mm ridge bars (3 
lines)  & braces. 

1051 1177 1318 1448 1589 1715 1853 1977 2120 2246 2387 2513 2655 2781 2922 3047 

800 Gauge 5 Season Polydome 
Polythene 290 324 359 393 427 461 495 529 563 598 632 666 700 734 768 803 

Popular Accessories  
Option of Heavy Duty Hoops (2mm) 
for exposed areas 176 189 251 265 328 341 403 419 479 492 555 568 630 644 707 720 

50mm Crop support bars   99 148 198 247 296 346 395 444 494 543 593 642 691 741 790 840 

Ground cover fabric (incl tape & pegs) 112 129 146 163 188 233 250 267 284 309 326 343 388 413 425 447 

Anti hot spot (and chaffing) tape 43 59 70 86 97 108 124 135 151 162 178 189 205 216 232 243 

 
Gable Options (you must choose an option for each e nd) 
 Timber Gable, No Door          Timber Gable + PVC Flap            Steel Hinged Door                  Steel Sliding Door                Double Sliding Do ors 

 
 
 
 

                  
 
 
 
 
 

                 €157                                           €219                                          €327                                           €642                                       €1090                        
       

·  The use of a cladding rail is mandatory for this model.  See cladding rail prices. 
Tel (057) 912 0424 

 
For Cladding Rails, Roll up Side Ventilation and ot her options please see relevant pages further on.



 

 
IRRIGATION 
                                                                    
Overhead Irrigation Spraylines 

 
Our overhead irrigation systems consist of Black Polyethylene tube water pipes connected with 
compression fittings.  The water is emitted by micro sprayers called Simijets (from France 
Arrosage), delivering good coverage with small droplets.  Each sprayer is fitted at the end of a 
small pendulum.   Crop support bars are needed in the tunnel to hang this system from. 
 
You need to have 2 bar (28psi) pressure at the beginning of the sprayline.  Each Simijet uses 100 
litres of water per hour and they are spaced every 2m on each sprayline.   
 
 
 
 
 
Fadrip Ground Irrigation System 

 
A fadrip tube is a hose which leaks out water in a controlled way along its length.  It emits 
2 litres per hour from built in drippers which are at 33cm (13 inch) spacings.   
 
This system requires 1 bar (14psi) pressure and uses 6 litres per running metre of length.  
Usually the lines of fadrip tube are spaced 60cm (2ft) apart (although the spread of water 
depends on the type of soil you have).   
 
The advantage of drip irrigation is that it allows you to be more targeted about the amount 
of water plants receive, it does not put water on the foliage which can create problems and 
it uses less water and needs less pressure than the overhead system. 
 
It is a more flexible system than overhead spraylines where you are growing a variety of 
plants in one Greenhouse.   
 
We also stock Dripper assemblies in a range of outputs for watering plants in pots, 
hanging baskets and grow bags. 



Overhead Irrigation Spraylines 
              

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
108’ 

€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 
7m Tunnel.  
Twin Overhead Spraylines 225 225 225 225 225 225 402 402 402 402 402 402 446 446 446 446 

8m Tunnel  
Triple Overhead Spraylines 264 264 264 264 264 264 496 496 496 496 496 496 672 672 672 672 

9m Polytunnel 
Triple Overhead Spraylines   264 264 264 264 264 264 496 496 496 496 496 496 672 672 672 672 

 
 

Crop support bars are required to fit the Overhead Spraylines from.                          
 
 
 

   
 

Fadrip Ground Drip Irrigation System 
              

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
108’ 

€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 
7m Tunnel.  
12 lines  181 184 226 229 303 306 310 313 316 319 322 326 329 370 373 377 

8m Tunnel  
14 lines 193 235 239 281 285 321 325 329 333 336 340 344 386 389 432 435 

9m Polytunnel 
15 lines 

199 242 246 288 325 329 333 337 341 345 349 391 395 437 480 484 

 
 
 

 
Tel (057) 912 0424



 
Aluminium Cladding Rails 
 
 

              

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
108’ 

€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 

At the sides only:  174 208 241 275 309 342 376 409 443 477 510 544 577 611 645 678 
 
Price of Aluminium Cladding 
Rails at the Gable Ends  

Per Timber 
Gable 

€ 

Per Steel Hinged 
Door Gable 

€ 

Per Sliding Door 
Gable 

€ 
7m Tunnel       57 68 61 

8m Tunnel 64 75 70 

9m Tunnel 64 75 82 

 
 
 

These prices are based on being ordered with the tunnel (the prices incorporate a saving in polythene).  If buying separately to a tunnel please ask for a 
quotation.       

 
 
 
 

Tel (057) 912 0424 
 
 
 



 
Roll Up Side Ventilation System 
 
 

              

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
108’ 

€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 

With a 32mm Galvanised roll up tube  552 649 745 841 938 1035 1131 1228 1317 1413 1509 1606 1703 1799 1896 1992 

With a Multiclip Aluminium roll up 
tube 628 761 895 1028 1161 1295 1428 1561 1646 1780 1913 2046 2180 2313 2446 2580 

 

                       
 
 
 
 
 
 
 

   Simple Winder                            Mobile Winder               Telescopic Arm     
 

 Tel (057) 912 0424 

Options of winder mechanisms (prices are for 2)  € 

Simple handle (for 32mm roll up  tube only, tunnels up to 20m long only). 49 

‘Mobile winder’, with reduction gearbox.  For tunnels of any length and type of roll up tube  314 

Telescopic arm with reduction gearbox.  Most convenient and easy to use.  For any length and type of roll up tube. 711 

Motorised and automated Price on application 



Fenox Auger Anchorage System 
 
Commercial Tunnels need to be anchored whether the polythene is buried or not. Some customers prefer not to use concrete, our ‘fenox auger anchorage 
system’ is the solution for normal ground (i.e. not boggy or very stony ground).          

              

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
108’ 

€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 

At the sides only:  226 263 300 336 373 410 447 483 520 557 593 630 667 704 740 777 
 
Price of Fenox Auger 
Anchorage System at the 
Gable Ends  

Per Timber 
Gable 

€ 

Per Steel Hinged 
Door Gable 

€ 

Per Sliding Door 
Gable 

€ 

7m Tunnel       57 70 57 

8m Tunnel 57 70 61 

9m Tunnel 61 76 59 

 
 
 

  
 
 
 
 
 
 

 
Tel (057) 912 0424 

 



Screw Auger Anchorage System 
 
If your ground is very soft (e.g. bog), the tunnel will sink unless it is prevented from doing so.  Our anti sinkage bars provide the solution for 
this situation.  Please note, if your ground is bog you will need to either bring in top soil to provide good anchorage for the polythene or fit an 
aluminium cladding rail.   

              

Length (the imperial equivalent is 
rounded to the nearest foot):  

6m 
20’ 
€ 

8m 
26’ 
€ 

10m 
33’ 
€ 

12m 
39’ 
€ 

14m 
45’ 
€ 

16m 
52’ 
€ 

18m 
59’ 
€ 

20m 
66’ 
€ 

22m 
108’ 

€ 

24m 
79’ 
€ 

26m 
85’ 
€ 

28m 
92’ 
€ 

30m 
98’ 
€ 

32m 
105’ 

€ 

34m 
112’ 

€ 

36m 
118’ 

€ 

At the sides only:  209 237 265 293 321 348 376 404 432 459 487 515 543 570 598 626 
 
Price of Screw Auger 
Anchorage System at the 
Gable Ends  

Per Timber 
Gable 

€ 

Per Steel Hinged 
Door Gable 

€ 

Per Sliding Door 
Gable 

€ 

7m Tunnel       39 52 39 

8m Tunnel 39 52 43 

9m Tunnel 43 58 41 

 
 
 

  
 
 
 
 
 
 

 
Tel (057) 912 0424 

 



Accessories to compliment your Polytunnel.  
 
All weather repair tape Shade Screens 
 Shade material with aluminium strips to  
UV stabilized clear tape, extremely  reflect the sun and cool the polytunnel and 
strong.  Use to fix any accidental damage  to retain energy when you are heating. 
to your polythene cover.   
10cm x 33m Roll.  
 
€28.80 per roll. 
 
 
Propagation Equipment 

  
Soil warming cables, Hotbox Heatwave  
Panels and Thermostatic controllers. 
 
Rapid germination of a seed aids the future  
development of a healthy and vigorous  
growing plant. 

 
 

Fleece and Insect Mesh 
                                                                                   Staging and Benchin g 
Fleece can be used inside the Polytunnel  
for frost protection – as well as outside the  
polytunnel.  Insect mesh is more durable  
than fleece and is more suitable for covering  
in summer months to keep pests off outdoor  
crops than fleece.  
 
                                                                                            We stock static aluminium benches in a wide range of sizes  
                                                                                            and can supply other types to order. 

 

Our full range of accessories are detailed in  
Our Commercial Grower Accessories Catalogue. 



 
 
 
 
 

 
 

Polydome Ltd 
Crinkill House 

Birr 
County Offaly 

 
Tel (057) 912 0424 
www.polydome.ie 

 
 


