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GENERAL INFORMATION

To Order

We welcome orders by phone, fax, post, email (info@polydome.ie) or you can order on line at
www.polydome.ie. To order the construction service, please return a completed and signed order
form.

Once an order for a polytunnel has been placed, any alterations to the order (other than adding
accessories) after 7 days of order may incur a restocking fee.

Delivery of Commercial Polytunnel Orders

Delivery is included in the price for mainland deliveries, with the exception of the Peninsulas and
Ulster (including Donegal and Monaghan) where we charge a supplemental delivery cost of €100.
For Offshore Islands the customer needs to arrange secure storage at their local mainland port and
the customer organises and pays for the transport from there on.

We transport our Commercial Polytunnels on a 10 Tonne (GVW) Lorry and have a crane on board
to facilitate offloading. Please ensure you have access for our lorry to where you are asking us to
deliver to.

We deliver on a scheduled basis, the frequency of delivery depends on location - please check with
us for the next scheduled delivery day to your area.

Unscheduled Deliveries:

If customers wish to have delivery at a date or time other than our scheduled runs, a charge for
delivery will apply. Please discuss your requirement with us and we will endeavour to accommodate
you.

Construction Service

We offer a construction service countrywide through a network of subcontractors as well as our own
employed constructors, it is charged on an hourly rate basis for time on site. Details available on
request from our sales office.

Payment

Commercial Polytunnel orders:

A 20% booking deposit is required with order, the balance to be paid on or before delivery.
Payment may be made by cheque or bank draft (made out to Polydome Limited), cash or credit
card. VAT is not included in these prices, it must be added at 21.5% (or 13.5% if we construct).
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Introduction

We are sole agents for Filclair SAS of France through whom we can offer Tunnels with raisable
gable ends for small tractor access (for market gardening) up to Multispan structures with
sophisticated automatic ventilation control systems.

We also manufacture our own range of basic single span structures which can be customized to
customers requirements. Please ask for a price list for Polydome Commercial Tunnels if you do not

have one already.

This price list deals with three models of Filclair Tunnels, the 7m Tunnel, the 8m Nordiclair (gothic
arched tunnel) and the 9.3m extended arch model. The specifications — e.g. type of crop support
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bars shown are those we stock, but we can get any of the options shown in to order.

Filclair also have ‘Verticlair’ straight sided models, Bitunnels and Multispans which are covered in a

separate price list.



The Filclair Tunnel Range



Gable end options



7/m (width) Filclair Tunnel

With Hoops at 2m Centres

Length (the imperial equivalent is 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m | 38m | 40m
rounded to the nearest foot) 33 | 39 | 45 | 52 | 59 | 66 | 72 | 79 | 85 | 92" | 98 | 105 | 112’ | 118 | 118 | 131

' € € € € € € € € € € € € € € € €
Steelwork Without Gables 1126 | 1265 | 1404 | 1542 | 1681 | 1820 | 1958 | 2097 | 2236 | 2375 | 2513 | 2652 | 2791 | 2929 | 3068 | 3207
(inc. cover support wires)

f,%? yt(fg‘r‘]ge”eason Polydome 252 | 281 | 311| 341| 370| 400| 429| 459 | 489 | 518 | 548| 578 | 607 | 637| 666| 696
32mm Crop support bars 136 | 165 | 193 | 222 | 251 | 279 | 308 | 336 | 365 | 394 | 422 | 451 | 479 | 508 | 537 | 565
With Hoops at 1.5m Centres (for exposed areas)

Length (the imperial equivalent is 9m 12m | 15m | 18m | 21m | 24m | 27m | 30m | 33m | 36m | 39m
rounded to the nearest foot) 300 | 39 | 49 | 59 | 69 | 79 | 89 | 98 | 108 | 118 | 128
' € € € € € € € € € € €

Steelwork Without Gables

(inc. cover support wires) 1200 | 1463 | 1727 | 1991 | 2254 | 2518 | 2781 | 3045 | 3309 | 3572 | 3836
800 Gauge Polydome Polythene 237 | 281 | 326 | 370 | 415 | 459 | 504 | 548 | 592 | 637 | 681
32mm Crop support bars 165 | 222 | 279 | 336 | 394 | 451 | 508 | 565 | 622 | 680 | 737
Gable Options (you must choose an option for each e nd)

Half Moon

€186

€500

Steel Raisable Gable
and Hinged Door

Raisable gable with
Semi Rigid Shee ting

€682

Delivery to most areas in Ireland is included, VAT

Tel (057) 912 0424

is not included.







. . - . ., .
8m (width) Filclair ‘Nordiclair’ Gothic Arched Tunn el
With Hoops at 2m Centres
Length (the imperial equivalent is 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m | 38m | 40m
rounded to the nearest foot): 33 39 45’ 52’ 59’ 66’ 72 79 85’ 92’ 98 | 105 | 112’ | 118 | 118 | 131
' € € € € € € € € € € € € € € € €
Steelwork Without Gables 1280 | 1452 | 1625 | 1797 | 1969 | 2141 | 2313 | 2486 | 2658 | 2830 | 3002 | 3174 | 3347 | 3519 | 3691 | 3863
(inc. cover support wires)
800 Gauge 5 Season Polythene 204 | 329 | 363| 398| 433 | 467 | 502 | 536| 571| 606| 640 | 675| 709 | 743| 779| 813
32mm Triangulated Crop support bars | 286 | 352 | 418 | 484 | 550 | 616 | 682 | 748 | 814 | 879 | 945 | 1011 | 1077 | 1143 | 1209 | 1275
With Hoops at 1.5m Centres (for exposed areas)
Length (the imperial equivalent is 9m | 12m | 15m | 18m | 21m | 24m | 27m | 30m | 33m | 36m | 39m
rounded to the nearest foot): 30 39 49’ 59’ 69’ 79 89’ 98 | 108 | 118 | 128
' € € € € € € € € € € €
Steelwork Without Gables
(inc. cover support wires) 1453 | 1797 | 2141 | 2486 | 2830 | 3174 | 3519 | 3863 | 4207 | 4552 | 4896
800 Gauge 5 Season Polythene 277 | 329 | 381 | 433 | 484 | 536 | 588 | 640 | 692 | 744 | 796
32mm Triangulated Crop support bars | 352 | 484 | 616 | 748 | 879 | 1011 | 1143 | 1275 | 1407 | 1539 | 1671
Gable Options (you must choose an option for each e nd)
Half Moon Steel Raisable Gable Blank Gable (no door) Single Sliding Door Double Sliding D  oors
and Hinged Door Semi Rigid Shee ting Semi Rigid Sheeting Semi R igid Sheeting
€215 €616 €790 €1133 €1,281

Tel (057) 912 0424

Delivery to most areas in Ireland is included, VAT is not included.
For Cladding Rails, Roll up Side Ventilation and ot her options please see relevant pages further on.







9.3m (width) Extended Arch Tunnel

With Hoops at 2m Centres

Length (the imperial equivalent is 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m | 38m | 40m
rounded fo the nearest foot) 33 | 39 | 45 | 52" | 59 | 66 | 72 | 79 | 85 | 92' | 98 | 105 | 112’ | 118 | 118 | 131

' € € € € € € € € € € € € € € € €
Steelwork Without Gables 1196 | 1355 | 1514 | 1672 | 1831 | 1990 | 2149 | 2307 | 2466 | 2625 | 2784 | 2942 | 3101 | 3260 | 3419 | 3577
(inc. cover support wires)
800 Gauge 5 Season Polythene 306 | 306 | 427 | 427 | 548 | 548 | 548 | 670 | 670| 670 | 791 | 791 | 791 | 912 | 912| 912
32mm Crop support bars (with two 208 | 254 | 300 | 347 | 393 | 440 | 486 | 532 | 579 | 625 | 672 | 718| 765| 811 | 857 | 904
pendular bars) 2.27m height

With Hoops at 1.5m Centres (for exposed areas)

Length (the imperial equivalent is Im 12m | 15m | 18m | 21m | 24m | 27m | 30m | 33m | 36m | 39m
rour?de i1 thepneares?foot)' 300 | 39 | 49 | 59° | 69 | 79° | 89 | 98 | 108 | 118 | 128

' € € € € € € € € € € €
Steelwork Without Gables
(inc. cover support wires) 1286 | 1586 | 1886 | 2186 | 2487 | 2787 | 3087 | 3387 | 3687 | 3988 | 4288
800 Gauge 5 Season Polythene 306 | 306 | 427 | 548 | 548 | 670 | 670 | 791 | 791 | 912 | 912
32mm Crop support bars (with two 254 | 347 | 440 | 532 | 625 | 718 | 811 | 904 | 997 | 1089 | 1182
pendular bars) 2.27m height
Gable Options (you must choose an option for each e nd)

Half Moon Steel Raisable Gable Blank Gable (no door) Single Sliding Door Double Sliding D  oors
and Hinged Door Semi Rigid Shee ting Semi Rigid Sheeting Semi R igid Sheeting

€239

€685

€863

€1200

€1,357

Delivery to most areas in Ireland is included, VAT

is not included. For Cladding Rails, Roll up Side

Tel (057) 912 0424

Ventilation and other options please see relevant

pages further on.










Aluminium Cladding Rails

For Tunnels with 2m Hoop Spacing

Length (the imperial equivalent is 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m | 38m | 40m
rounded to the nearest foot): 33 39’ 45’ 52’ 59’ 66’ 108’ 79’ 85’ 92’ 98’ 105" | 112’ | 118 | 125’ | 13T
' € € € € € € € € € € € € € € € €
At the sides only: 224 259 295 331 366 402 430 | 465 501 537 572 608 644 679 715 750
For Tunnels with 1.5m Hoop Spacing
Length (the imperial equivalent is 9m 12m | 15m | 18m | 21m | 24m | 27m | 30m | 33m | 36m | 39m
; Our?d o th epn gl s? fo00) 300 | 39 | 49 | 59 | 69 | 79 | 89 | 98 | 108 | 118’ | 128
’ € € € € € € € € € € €
At the sides only: 219 266 329 376 439 486 549 596 659 706 769

Tel (057) 912 0424




Roll Up Side Ventilation System
For Tunnels with 2m Hoop Spacing

Length (the imperial equivalent is 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m | 38m | 40m
rounded to the nearest oo 33 | 39 | 45 | 52 | 590 | 66" | 108 | 79 | 85 | 92 | 98 | 105 | 112’ | 118' | 125 | 131
: € € € € € € € € € € € € € € € €
m)tgammm Galvanised roll up 745 | 842 | 0938|1034 | 1131 | 1228 | 1317 | 1413 | 1510 | 1606 | 1703 | 1799 | 1896 | 1992 | 2088 | 2184
:’:ggaM“'t'c"pA'“m'“'“m roll up 895 | 1028 | 1161 | 1295 | 1428 | 1561 | 1646 | 1780 | 1913 | 2046 | 2180 | 2313 | 2446 | 2580 | 2714 | 2848
For Tunnels with 1.5m Hoop Spacing
Length (the imperial equivalent is 9m 12m | 15m | 18m | 21m | 24m | 27m | 30m | 33m | 36m | 39m
rounded to the nearest oot 300 | 39 | 49 | 59 | 69 | 79 | 89 | 98 | 108 | 118 | 128
: € € € € € € € € € € €
mtgaszmm Galvanised roll up 748 | 866 | 1042 | 1161 | 1336 | 1455 | 1630 | 1749 | 1924 | 2043 | 2218
:’L\j’ggaM“'t'C"pA'”m'”'”m roll up 936 | 1094 | 1342 | 1501 | 1749 | 1907 | 2155 | 2290 | 2538 | 2697 | 2945
Options of winder mechanisms (prices are total for 2 winders) €
Simple handle (for 32mm roll up tube only, tunnels up to 20m long only). 49
‘Mobile winder’, with reduction gearbox. For tunnels of any length and type of roll up tube 314
711

Telescopic arm with reduction gearbox. Most convenient and easy to use. For any length and type of roll up tube.

Motorised and automated

Price on application

Simple Winder dbile Winder Telescopic Arm




Other Filclair Tunnel Ventilation Options

Half Moon Window €135 Overhead Spreader Ventilation System

Swinging Half Moon €288

Tunnels up to 12m long €268
Tunnels up to 18m long €280
Tunnels up to 24m long €291
Tunnels up to 30m long €303
Tunnels up to 36m long €314
Tunnels up to 42m long €326

Swinging half moons are not available for the 7m tunnel.



Fenox Auger Anchorage System

Commercial Tunnels need to be anchored whethepdhghene is buried or not. Some customers preféitause concrete, our ‘fenox auger anchorage
system’ is the solution for normal ground (i.e. hoggy or very stony ground).

For Tunnels with 2m Hoop Spacing

10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m | 38m | 40m
33 39’ 45’ 52’ 59’ 66’ 108’ 79 85’ 92’ 98’ 105’ | 112’ | 118" | 125’ | 131’
€ € € € € € € € € € € € € € € €

Length (the imperial equivalent is
rounded to the nearest foot):

At the sides only: 141 | 156 | 171 | 186 | 201 | 216 | 231 | 246 | 261 | 276 | 291 | 306 | 321 | 336 | 351 | 366

For Tunnels with 1.5m Hoop Spacing

9m 12m | 15m | 18m | 21m | 24m | 27m | 30m | 33m | 36m | 39m
30 39’ 49’ 59’ 69’ 79’ 89’ 98’ 108’ | 118’ | 128’
€ € € € € € € € € € €

Length (the imperial equivalent is
rounded to the nearest foot):

At the sides only: 156 | 186 | 216 | 246 | 276 | 306 | 336 | 366 | 396 | 426 | 456

Tel (057) 912 0424



Screw Auger Anchorage System

Screw Augers provide anchorage in normal soil or soft ground. Please note, if your ground is bog you will need to either bring in top soil to
provide good anchorage for the polythene or fit an aluminium cladding rail.

For Tunnels with 2m Hoop Spacing

Length (the imperial equivalent is 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m | 38m | 40m
mur?de d1 thepneares‘?foot), 33 | 39 | 45 | 527 | 59 | 66" | 108 | 79 | 85 | 920 | 98 | 105 | 112 | 118 | 125 | 131
: € € € € € € € € € € € € € € € €
At the sides only: 118 | 124 | 130 | 136 | 142 | 149 | 155 | 161 | 167 | 173 | 179 | 185 | 191 | 197 | 204 | 210
For Tunnels with 1.5m Hoop Spacing
Length (the imperial equivalent is 9m 12m | 15m | 18m | 21m | 24m | 27m | 30m | 33m | 36m | 39m
rounded to the nearest foot) 300 | 39 | 49 | 59 | 69 | 79 | 89 | 98 | 108 | 118 | 128
' € € € € € € € € € € €
At the sides only: 124 | 136 | 149 | 161 | 173 | 185 | 197 | 210 | 222 | 234 | 246

Tel (057) 912 0424




IRRIGATION

Overhead Irrigation Spraylines

Our overhead irrigation systems consist of Black Polyethylene tube water pipes connected with
compression fittings. The water is emitted by micro sprayers called Simijets (from France
Arrosage), delivering good coverage with small droplets. Each sprayer is fitted at the end of a
small pendulum. Crop support bars are needed in the tunnel to hang this system from.

You need to have 2 bar (28psi) pressure at the beginning of the sprayline. Each Simijet uses 100
litres of water per hour and they are spaced every 2m on each sprayline.

Fadrip Ground Irrigation System

A fadrip tube is a hose which leaks out water in a controlled way along its length. It emits
2 litres per hour from built in drippers which are at 33cm (13 inch) spacings.

This system requires 1 bar (14psi) pressure and uses 6 litres per running metre of length.
Usually the lines of fadrip tube are spaced 60cm (2ft) apart (although the spread of water
depends on the type of soil you have).

The advantage of drip irrigation is that it allows you to be more targeted about the amount
of water plants receive, it does not put water on the foliage which can create problems and
it uses less water and needs less pressure than the overhead system.

It is a more flexible system than overhead spraylines where you are growing a variety of
plants in one Greenhouse.

We also stock Dripper assemblies in a range of outputs for watering plants in pots,
hanging baskets and grow bags.



Overhead Irrigation Spraylines

Length (the imperial equivalent is 6m 8m | 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m

rour? ed to thepneares? fo00): 200 | 26 | 33 | 39 | 45 | 52 | 59 | 66 | 108 | 79 | 85 | 92' | 98 | 105 | 112" | 118’
' € € € € € € € € € € € € € € 3 €

7m Tunnel. . 225 | 225 | 225 | 225 | 225 | 225 | 402 | 402 | 402 | 402 | 402 | 402 | 446 | 446 | 446 | 446

Twin Overhead Spraylines

8m Tunnel : 264 | 264 | 264 | 264 | 264 | 264 | 496 | 496 | 496 | 496 | 496 | 496 | 672 | 672 | 672 | 672

Triple Overhead Spraylines

9m Polytunnel

Triple Overhead Spraylines 264 | 264 | 264 | 264 | 264 | 264 | 496 | 496 | 496 | 496 | 496 | 496 | 672 | 672 | 672 | 672

Crop support bars are required to fit the Overhead Spraylines from.

Fadrip Ground Drip Irrigation System

Length (the imperial equivalent is 6m 8m | 10m | 12m | 14m | 16m | 18m | 20m | 22m | 24m | 26m | 28m | 30m | 32m | 34m | 36m

mur? ed 1o thepneares? fo00): 200 | 26 | 33 | 39 | 45 | 52 | 59 | 66 | 108 | 79 | 85 | 92' | 98 | 105 | 112" | 118’
' € € € € € € € € € € € € € € € €

7m Tunnel.

12 lines 181 | 184 | 226 | 229 | 303 | 306 | 310 | 313 | 316 | 319 | 322 | 326 | 329 | 370 | 373 | 377

22“”{] ‘ég”e' 193 | 235 | 239 | 281 | 285 | 321 | 325 | 329 | 333 | 336 | 340 | 344 | 386 | 389 | 432 | 435

2?”%2“”””‘9' 199 | 242 | 246 | 288 | 325 | 329 | 333 | 337 | 341 | 345 | 349 | 391 | 395 | 437 | 480 | 484

Tel (057) 912 0424




Accessories to compliment your Polytunnel.

All weather repair tape

UV stabilized clear tape, extremely
strong. Use to fix any accidental damage
to your polythene cover.

10cm x 33m Roll.

€28.80 per roll.

Propagation Equipment

Soil warming cables, Hotbox Heatwave
Panels and Thermostatic controllers.

Rapid germination of a seed aids the future
development of a healthy and vigorous
growing plant.

Fleece and Insect Mesh

Fleece can be used inside the Polytunnel
for frost protection — as well as outside the
polytunnel. Insect mesh is more durable
than fleece and is more suitable for covering
in summer months to keep pests off outdoor
crops than fleece.

Shade Screens

Shade material with aluminium strips to
reflect the sun and cool the polytunnel and
to retain energy when you are heating.

Staging and B enching

We stock static aluminium benches wide range
of sizes and can supply other typesrdier.

Our full range of accessories are detailed in
Our Commercial Grower Accessories Catalogue.



